








TFT controls / menu operation 

Auto adjust [short cut] 

OSD

[in orange]

TFT control buttons are located under the head unit. 
The first 3 control the  while 
the larger button to the right powers the TFT on and off. 
To adjust the TFT settings, press the  button 

to bring up the . Use the  buttons 
to navigate through the 10 menu categories. Press the 

 button then where appropriate 
use the  and  to increase or decrease the value as 
desired. Press the  button again to confirm the setting 
then repeat the process until you have made all the 
required adjustments. To 

on-screen display (OSD)

menu/set
( ) OSD and  

to select a category 

exit, simply locate the EXIT 
category and press the  button, or after 10 seconds 
of inactivity the OSD will exit automatically. 

With the screen on, press and hold down the power 
button (   ) for 5 seconds to engage the auto-adjust 
function without having to access the OSD menu.

The guide below shows the quickest route  
and the adjustment sequence for each of 
the OSD menu items (all assume you are not currently 
in the menu, with the exception of EXIT).

[in grey]
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Touch panel software installation 

In order to use the touch panel, you must first install the  software from the install CD or downloaded from 
the support section on our website. If the CD does not boot automatically you may also begin the software installation by 
double clicking on the setup.exe file which is located in the  folder.

 TouchKit

TouchKit

provided, 

6

1 After opening the setup.exe file, the 
install will begin with the above prompt. 
Click ‘Next’ to continue.

2 Ensure that ‘Install PS/2 interface 
driver’ is not selected and click .‘Next’

3 Select ‘None’ and click . 
After completing the install, the

 software will allow you 
to perform a 4-point calibration.

‘Next’
 

TouchKit

4 The touchscreen controller should 
already be connected if you have 
correctly connected all cables inside 
your chassis. Click ‘OK’.

5 If you intend to use spaning mode 
with multiple monitors, please select 
‘Support Multi-Monitor Systems’. Click 

 to continue.‘Next’

6 Change the  software 
install folder if required and click 

 to continue.

TouchKit

‘Next’



7 Change the Program Folder name 
if required and click  to continue.‘Next’

8 Click ‘Yes’ to perform a 4 point 
calibration. This is required for 
proper operation.touch screen 

9 The software will now scan and install 
the touch screen device. The  
calibration procedure will follow.

TouchKit

10  X 
X

To calibrate, press and hold down the that blinks in the corner of the 
screen until it disappears. Repeat this procedure with each of the 4 ’s that 
appear. On completion, the touch screen will be calibrated and ready for use.

x
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3

VESA mount hole location

To access the VESA fixing points (75x75mm) remove the 
2 screws shown    . Unhook and lift away the main unit from 
the desk stand    . The 4 mount holes are shown above    . 
Only use M3 screws no more that 10mm in length.
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Global HQ

Website

#209 Baeksan B/D
763-2 Hengsin-Dong
Dukyang-Gu
Goyang City
Gyounggi-Do
412-220 South Korea

www.origen .comae
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10m umbilical cable with extender 

This additional cable allows the 
T12’s range to be increased 
by a further 10 metres. 
Ideal for larger rooms 
or custom installs.

Steel wall mount (black) 

To wall mount your unit, this steel 
bracket is easily installed and is not 
visible once the T12 is mounted.

20mm


