
 

Spendor D

FEBRU
 
NEW P
 
SPEND
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
The Spe
The D7
match.  
 
 
Spendo
 
The goa
frequen
challeng
front pl
polyam
sound w
 

D7 loudspeaker 

UARY 201

PRODUCT

DOR D7 LO

endor D7 is
7 delivers m

This new l

or LPZ (Lin

al of every t
ncy range, in
ge is radica
ate that form

mide diaphra
wave path le

- New product 

3 

T INFORMA

OUDSPEA

s an elegant
music with a 

evel of perf

near Pressu

tweeter desi
n practice th

al, and it wo
ms a dampe

agm. The fro
engths acros

Information UK 

ATION 

AKER 

, modern, m
fresh vibran

formance is 

ure Zone) t

igner is to a
his is extrem
rks. The Sp

ed acoustic c
ont plate inc
ss the diaph

FEB 2013

medium-size
nt realism th
 the direct r

tweeter 

achieve line
mely difficu
pendor LPZ 
chamber dir
corporates a
hragm surfa

e, 2.5 way, f
hat convent
result of imp

ear acoustic 
ult. Spendor

tweeter is b
rectly in fro
a phase corr
ce, simultan

floor-standi
tional louds
portant Spen

output acro
’s approach
built around
ont of a ligh
recting micr
neously it g

ing loudspe
speakers can
ndor innova

oss a wide 
h to this age
d a stainless
htweight wo
ro foil to eq

generates a  

1 of 6 

aker.  
nnot 
ations. 

-old 
s steel 
oven 
qualise 



 

Spendor D

 
symmet
operate
 
Imagine
the effe
lens. Th
window
tweeter 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Spendo
 
The D7
vanishin
bonded 
drivers 
electro-
polyme
molecu
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

D7 loudspeaker 

trical pressu
s in a balan

e focussing 
ect of LPZ te
he result is p
w. The front

dome and a

or 18cm dr

7 mid-bass d
ngly low co
Kevlar com
feature cast

-dynamic da
er surround r
lar composi

- New product 

ure environm
nced linear m

an ultra-hig
echnology. 
perfect focu
t plate also p
a smart mod

rive units d

drive unit ha
olouration. T
mposite con
t magnesium
amping, and
reduces driv
ition of the 

Information UK 

ment on bot
mode. 

gh quality c
Our sequen

us, uninhibit
provides ex
dern appear

developed f

as an advan
The D7 low

ne assembly 
m alloy chas
d excellent t
ver ‘break-i
material. 

FEB 2013

th faces of t

camera lens 
ntial geomet
ted sound tr

xcellent mec
rance.  

for D7  

nced EP77 p
w frequency 

 for accurat
ssis, high ef
thermal diss
in’ time sign

the tweeter 

until you se
try micro-fo
ransmission
chanical pro

polymer con
drive unit h

te powerful 
fficiency m
sipation for
nificantly d

diaphragm 

ee a clear br
oil operates 
n and a very
otection for t

ne for superb
has an ultra-
low frequen
otor system
wide dynam
ue to the ve

so the twee

right image
 as an acous

y wide listen
the delicate

b clarity an
-rigid two p
ncy respons

ms, optimise
mic range.  
ery stable 

2 of 6 

eter 

e. That’s 
stic 
ning 
e 

d 
part 
se. Both 
d 
A new 



 

Spendor D

 
 
 
Fifth ge
 
The ben
A-line. 
a wall. O
profiled
port ext
tapered 
along th
creates 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Conven
materia
and it m
the bass
entirely
naturall
 
High qu
connect
 
 
 

D7 loudspeaker 

eneration S

nefits of Spe
They delive
Our new fif

d central baf
tremities is 
area at the 

he whole len
an air-curta

ntional loud
al stores ene
makes sound
s drivers to 

y free from e
ly fast, agile

uality termin
tions for nea

- New product 

Spendor Li

endor Linea
er deep artic
fth generatio
ffle (like an
decelerated
cabinet bas
ngth of the 
ain effect to

speakers in
ergy. As the
d unnaturall
the listenin
energy stora
e and cohere

nals are rec
at appearan

Information UK 

near flow p

ar Flow port
culate bass 
on Spendor 

n aircraft win
d and there i
se.  The resu
port. Rapid
 eliminate p

corporate lo
stored ener

ly heavy and
g room, req
age effects, 
ent. 

essed withi
nce. 

 

FEB 2013

port techno

rt technolog
with natura

r Linear flow
ng) to creat
is a further r
ult is evenly

dly decreasin
port noise an

ow frequenc
rgy is releas
d slow. The

quires no low
the advanta

in the port a

ology. 

y have been
al timing, ev
w port incor
te a tapered 
reduction in
y balanced a
ng air veloc
nd spurious

cy enclosure
sed it is no l
e sound path
w frequency
age is clearl

aperture to h

n well prove
ven in small
rporates an 
twin-ventur

n air velocit
acoustic pre
city at the po
s mid-band r

e damping. 
longer in-tim
h, within the
y damping. 
ly audible, m

hide plug an

en in the Sp
l rooms or c
aerodynam

uri port. Air 
ty in the larg
essure and a
ort extremit
radiation.  

The dampi
me with the
e D7 cabine
The Spend

music sound

nd cable 

3 of 6 

pendor 
close to 
ically 
at the 
ge 

air-flow 
ties 

ng 
e music 
et, from 
or D7 is 
ds 



 

Spendor D

 
Spendo
 
Timing 
density 
released
solution
Dampin
instantly
rigid ca
 
 
High ef
 
90dB ef
range o
without
 
 
Elegan
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
The Spe
today’s 
natural 
lacquer

D7 loudspeaker 

or dynamic

is fundame
cabinet pan

d slowly. Th
n is asymme
ng with sma
y convert an

abinet and n

fficiency 

fficiency an
f amplifiers
t sounding c

t modern d

endor D7 lo
on-trend in
wood, for a
, for a distin

- New product 

c cabinet d

ental to the m
nels are mas
his introduc
etric apertur
all low mass
ny spurious

naturally fas

nd an easy to
s and cables
compressed

design 

ooks as good
nteriors. Spe
an alluring m
nctive conte

Information UK 

amping 

musical exp
ss-damped t
ces unaccep
re bracing o
s constraine
s energy in t
t engaging 

o drive 8 oh
s. With subs
d. At low rep

d as it soun
endor Dark,
modern look
emporary lo

FEB 2013

perience. In
to reduce ca

ptable blurrin
of the cabine
ed polymer 
the cabinet 
sound. 

hm load ens
stantial pow
play levels t

nds. Two pre
, a diamond
k. Spendor

ook.

n convention
abinet-talk. 
ng and slow
et to dispers
dampers at
into inaudib

sure comple
wer handling
the sound is

emium finis
d polished g
White, a sil

nal loudspea
Spurious en

wing of the s
se internal w
key energy

ble heat. Th

ete compatib
g the D7’s c
s always cle

shes perfect
loss lacquer
lky-smooth 

 

akers rigid h
nergy is sto
sound. Spen
waves. Dyn
y interface p
he result is a

bility with a
can play ver
ear and tran

tly complem
r over a dar
pure white 

4 of 6 

high 
red and 
ndor’s 

namic 
points 
a silent 

a wide 
ry loud 
sparent. 

ment 
rk 



 

Spendor D

 
 
Standar
lacquer 
 

 
 
Retail p
finishes
 
All Spe
 
Availab
 
 
 
 
 
 
 
 
 
 
 
 
www.s

D7 loudspeaker 

rd finishes a
to complem

price £3,995
s. 

endor loudsp

bility – Spen

pendoraud

- New product 

are light oak
ment all fini

5.00 (per pa

peakers are 

ndor Dark M

dio.com 

Information UK 

k, dark waln
ishes. 

air inc VAT)

designed an

March 13 –

FEB 2013

nut, cherry a

) for premiu

nd manufac

Other finish

and black as

um finishes 

ctured in the

hes April 13

 

sh. The plin

and £3,495

e UK. 

3  

nth is satin b

5.00 for stan

5 of 6 

black 

 

ndard 



 

Spendor D

TECHN
 
D7 loud
 
Descript
 
Enclosu
 
Vent typ
 
Input co
 
Typical i
 
Power h
 
Sensitiv
 
Nominal
 
HF drive
Bass/mi
Lower b
 
Crossov
 
Net Wei
 
Height 
Width 
Depth 
 
Finishes
 
 
 
Accesso
 
 
 
Spendo
G5 Rop
South R
Hailsha
East Su
BN27 1
 
T +44 1
E info@
 
 
 
 
 
 
 
www.s

D7 loudspeaker 

NICAL SP

dspeaker 

tion  

re type  

pe  

nnection 

in-room resp

handling  

ity  

l impedance 

er  
d driver  
ass driver 

ver frequenci

ght  

  
  
  

s  
  
  

ories  

or Audio Sy
pemaker Pa
Road 
am 
ussex 
BY   UK 

323 84347
@spendorau

pendoraud

- New product 

ECIFICAT

ponse 

es 

ystems Ltd 
ark 

4 
dio.com 

dio.com 

Information UK 

TION 

2.5 way floo

Rigid, asymm

Fifth genera

Single pair r

29Hz - 25kH

200 watts un

90dB for 1 w

8 ohms 

Spendor 22m
Spendor 18c
Spendor 18c

900Hz, 3.2k

21kg 

950mm (exc
Cabinet 192
Cabinet 320

Premium: Sp
Standard: ch
Plinth satin b

Height adjus

FEB 2013

or standing lo

metric brace

ation Spendo

recessed pre

Hz 

nclipped prog

watt at 1 met

mm LPZ poly
cm EP77 po
cm Kevlar© 

kHz 

cluding spike
2mm, plinth 2
0mm, plinth 3

pendor dark
herry, light o
black 

stable spike f

oudspeaker 

ed, vented ca

r linear flow,

ecision bindin

gramme 

re 

yamide dom
lymer cone
composite co

es) 
204mm 
344mm 

, Spendor wh
ak, black ash

feet, grille, n

abinet with dy

 tapered twin

ng posts 

e 

one 

hite 
h, dark walnu

on-slip polym

ynamic damp

n-venturi por

ut 

mer feet 

6 of 6 

ping 

rt 



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /CMYK
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments true
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<

    /BGR <>
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e9ad88d2891cf76845370524d53705237300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc9ad854c18cea76845370524d5370523786557406300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /CZE <>
    /DAN <>
    /DEU <>
    /ESP <>
    /ETI <>
    /FRA <>
    /GRE <>

    /HRV (Za stvaranje Adobe PDF dokumenata najpogodnijih za visokokvalitetni ispis prije tiskanja koristite ove postavke.  Stvoreni PDF dokumenti mogu se otvoriti Acrobat i Adobe Reader 5.0 i kasnijim verzijama.)
    /HUN <>
    /ITA <>
    /JPN <FEFF9ad854c18cea306a30d730ea30d730ec30b951fa529b7528002000410064006f0062006500200050004400460020658766f8306e4f5c6210306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103055308c305f0020005000440046002030d530a130a430eb306f3001004100630072006f0062006100740020304a30883073002000410064006f00620065002000520065006100640065007200200035002e003000204ee5964d3067958b304f30533068304c3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020ace0d488c9c80020c2dcd5d80020c778c1c4c5d00020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /LTH <>
    /LVI <>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken die zijn geoptimaliseerd voor prepress-afdrukken van hoge kwaliteit. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /POL <>
    /PTB <>
    /RUM <>
    /RUS <>
    /SKY <>
    /SLV <>
    /SUO <>
    /SVE <>
    /TUR <>
    /UKR <>
    /ENU (Use these settings to create Adobe PDF documents best suited for high-quality prepress printing.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /ConvertToCMYK
      /DestinationProfileName ()
      /DestinationProfileSelector /DocumentCMYK
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure false
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles false
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /DocumentCMYK
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /UseDocumentProfile
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


